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PROJECT NAME / No:

TYPE:                           QTY:

SPECIFICATION SHEET

FEATURES ::
Lamp Protective cover

in the site

Self-Supplied
by user
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ACCESSORIES ::

CL-101 GFR-101

ASI-101PRIS-101SPOT-101

RS2-101RS1-101RS1-101 FR-RS-101S-101R-101

Casing

PRIS-RGB-101

0.91Kg

3190551

IP-67
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GRAPHICAL REPRESENTATION FOR B2AR0102 COOL WHITELIGHT  ::

 Housing : 12# Die-casting grey powder coated aluminum. T=60-80µm. Adhesion of ISO class 1/ASTM class 4B
 Front ring: Stainless steel (SUS 304#, 316# optional)
 
 Glass: Step tempered glass. T=12mm
 Loading capacity: Exert force area of Φ10=1330kgs
 Gasket: Molding shaped silicone seal
 Operating temperature: -20˚C~40˚C
 Power cable: H05RN-F 2X0.75mm2 L=0.5m (low voltage)
  H05RN-F 3X0.75mm2 L=0.5m (for single color/high voltage)
  H05RN-F 4X0.75mm2 L=0.5m (for RGB)
 Mounting sleeve: ABS plastic

SPECIFICATIONS ::

 Item No.  Light Source Suitable Lens Lens Input Voltage (v) Typical Operating  Typical Typical
    Beam Angle (˚)   Current(mA) Consumption(w) Luminance (lm)

PLG101-CW 30 12 AC/DC

12 AC/DC

Cool white=67
24V=110
120V=48
240V=28

SPOT-101
PRIS-101
ASI-101

24V=2.6
120V=3.3
240V=3.3

1x3W

PLG101-RGB 30 12VDC
R=38
G=53
B=54

PRIS-RGB-101
R=0.9
G=1.3
B=1.3

R=17
G=30
B=9

1x3W
RGB 3 in 1

PLG101-WW 30 Warm white=57
24V=110
120V=48
240V=28

SPOT-101
PRIS-101
ASI-101

24V=2.6
120V=3.3
240V=3.3

1x3W
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HOW TO ORDER ::

(ex.: PLG101-CW_SPOT-101_R-101)

Model Lens

PLG101-RGB

PLG101-CW

PLG101-WW

PRIS-RGB-101

SPOT-101
PRIS-101
ASI-101

Item

R-101
S-101

RS1-101
RS2-101
CL-101

GFR-101
FR-RS-101


