
PLG103
INGROUND LED IP67

Toll Free 1 888-653-3533 - Tel. 514 448-1574
OFFICE AND SHOWROOM
8540,10e Avenue, 102 Montréal (Québec) H1Z 3B6

PLG103
INGROUND LED IP67

PROJECT NAME / No:

TYPE:                           QTY:

SPECIFICATION SHEET

0.91Kg
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1. PAR-type lens make more even light distribution, especially for RGB 
�tting.

2. Different beam angle options of lens for single color and RGB �tting.

3. With the different size of driver for low voltage input and high voltage 
input �tting, there are two options for the height of the �tting.

4. RGB controller, 24C or 24D is recommended to apply with this 
product for color changing.

RGB Cool white & warm white

ASI-103 PRIS-RGB-103

RS1-103

FEATURES ::

ACCESSORIES ::

PRIS-103SPOT-103

R-103 S-103

SRW-103

GFR-103
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GRAPHICAL REPRESENTATION FOR PLG103 RGB LIGHT ::

 Housing : 12# Die-casting grey powder coated aluminum. T=60-80µm. Adhesion of ISO class 1/ASTM class 4B
 Front ring: Stainless steel (SUS 304#, 316# optional)
 Glass: Step tempered glass. T=8mm
 Loading capacity: Exert force area of Φ10=660kgs Φ30=1840kgs
 Lens: All in one optical lens, ef�ciency ≥85%
 Cable gland: IP-68 PG-9 PVC
 LED: TO type power LED
 PCB: Excellent heat conductivity aluminum, coef�cient of heat Conductivity≥2.0w /mk
 Driver: Constant current output
  Single color LED=1-circuit output
  RGB 3in1 LED=3-circuit output
 Operating temperature: -20˚C~40˚C
 Power cable: H05RN-F 2X1.0mm2 L=0.5m (low voltage)
  H05RN-F 3X0.75mm2 L=0.5m (high voltage)
  H05RN-F 4X0.75mm2 L=0.5m (for RGB)
 Mounting sleeve: 12# Die-casting grey powder coated aluminum. T=60-80µm. Adhesion of ISO class 1/ASTM class 4B 

 Item No.  Light Source Suitable Lens Lens  Input Voltage (v) Typical Operating  Typical Typical
    Beam Angle (˚)   Current(mA) Consumption(w) Luminance (lm)

PLG103-RGB PRIS-RGB-103 20 12VDC
R=70

G=124
B=124

R=1.7
G=3
B=3

R=48
G=79
B=20

3x2W
RGB 3 in 1

SPECIFICATIONS ::
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GRAPHICAL REPRESENTATION FOR PLG103 COOL WHITE / WARM WHITE LIGHT ::

 Housing : 12# Die-casting grey powder coated aluminum. T=60-80µm. Adhesion of ISO class 1/ASTM class 4B
 Front ring: Stainless steel (SUS 304#, 316# optional)
 Glass: Step tempered glass. T=8mm
 Loading capacity: Exert force area of Φ10=660kgs Φ30=1840kgs
 Lens: Asymmetrical optical lens, ef�ciency ≥85%
 Cable gland: IP-68 PG-9 PVC
 Gasket: Molding shaped silicone seal
 LED: TO type power LED
 Driver: Constant current output
  Single color LED=1-circuit output
  RGB 3in1 LED=3-circuit output
 Operating temperature: -20˚C~40˚C
 Power cable: H05RN-F 2X1.0mm2 L=0.5m (low voltage)
  H05RN-F 3X0.75mm2 L=0.5m (high voltage)
  H05RN-F 4X0.75mm2 L=0.5m (for RGB)
 Mounting sleeve: 12# Die-casting grey powder coated aluminum. T=60-80µm. Adhesion of ISO class 1/ASTM class 4B 

 Item No.  Light Source Suitable Lens Lens Input Voltage (v) Typical Operating  Typical Typical
    Beam Angle (˚)   Current(mA) Consumption(w) Luminance (lm)

PLG103-CW - 12 AC/DC Cool white=331
24V=280

120V=112
240V=62

SPOT-103
PRIS-103
ASI-103

24V=6.7
120V=7

240V=7.6
3x2W

PLG103-WW - 12 AC/DC Warm white=280
24V=280

120V=112
240V=62

SPOT-103
PRIS-103
ASI-103

24V=6.7
120V=7

240V=7.6
3x2W

SPECIFICATIONS ::
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Model Lens

PLG103-RGB

PLG103-CW

PLG103-WW

PRIS-RGB-103

SPOT-103
PRIS-103
ASI-103

Item

R-103
S-103

RS1-103
RS2-103
CL-103

FR-RS-103
GFR-103
SRW-103

HOW TO ORDER ::

(ex.: PLG103-RGB_PRIS-RGB-103_S-103)


