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PROJECT NAME / No:

TYPE:                           QTY:

SPECIFICATION SHEET

ELECTRICAL SPEC. ::

                  Input Voltage (V): 24 VDC
     Operating Current (mA): 812
                               Power (W): 19.5 ± 0.5W
                           Light Source: 6*3W 3*3W HARVATEK RGB 3in1
                             Lumen (Lm): 330
          Color Temperature (K): -
                   Wavelength (nm): red= 620-630 nm   green= 520-530nm   blue= 460-470nm
                     LED beam angle: 110°
            Full light beam angle: 30°
                        LED Power (W): 16.8
                Reality of color (Ra): -
     Ground impedance (MΩ): > 20
High voltage insulation (Kv): 0.5 Kv 3S



FIXTURE SPEC. ::

                  Weight (Kg): ~ 2.1
Full �xture size (mm): D x H= 170 x 102 mm
     Cover/Glass (mm) : PLG106-RGB φ 160*3 mm/φ 111*4.4+φ97.5*3.6mm
      Light �xture (mm): PLG106-RGB φ 140*41.5 mm
                            Gascet: silicon, 40°
                              Cable: 3M H07RN-F 4x1.0 MM²
                          IP grade: IP68
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QUALITY WARRANTY ::

                  LED light maintenance rate: 1000Hs < 5%    (25°C)

PACKAGE ::

                Inner Box (mm): 185*172*120 mm     K3A+
                     Carton (mm): 390*195*260 mm     K=K    4 Sets/CTN


