
                LUMINERGY - Spectrophotometer Test Report

LED Test Report
Product Mark

Product Type :

B3528-12V-60-8MM-4.8W-3000K-IP22 1M Manufacturer :CC SOURCE LTD

Temperature :'C Humidity :65%

Operator : Test Date :2016-12-07 11:12:08

Remark:CCSR LAB

Chroma Parameters
  Chro.Coor.:x=0.4221  y=0.3967     u=0.2442  v=0.3441    duv=-0.0007

CCT: 3204K   Dominant Wave.:582.3nm   Purity:45.8%   

Flux RGB Ratio:R=23.0%,G=75.1%,B=1.9%   Peak Wave:624.6nm   Half Width:174.3nm

Rendering Index:Ra= 92.8
R1 =94 R2 =96 R3 =96 R4 =92 R5 =92 R6 =93 R7 =94 R8 =86 
R9 =66 R10=88 R11=93 R12=77 R13=94 R14=97 R15=91 
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Spectral Ratio:  R=48.8%,G=39.4%,B=11.8%,   
CIE1931 Chromaticity Diagram
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Photo Parameters
Flux:360.46lm Effi.:83.44lm/W Radiant:1583.7mW Iv:0.0mcd

Ele. Parameters
Voltage:U=12.000V Current:I=0.36A

Power:P=4.32W Power Factor:PF=1.000

Lamp Parameters
Voltage:U=0.000V Current:I=0.0000A Power:P=0.00W

Power Factor:PF=1.000 Efficacy:0.0lm/W

Instrument state

Instrument:Hopoo HP8000S Integral Time: 289.501ms VPeak: 14776

VDark: 1336
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