LUMINERGY- Spectrophotometer Test Report

LED Test Report

Product Mark
Product Type

B3528-24V-60-8mm-4.8W-4200K-IP22

Temperature :'C
Operator :
Remark:CCSR LAB

1M Manufacturer :CC SOURCE LTD
Humidity :65%
Test Date :2016-12-08 14:06:28

.0| Spectral Ratio:

R=42.9%,G=40.5%,B=16.6%,

y CIE1931 Chromaticity Diagram

Chroma Parameters
Chro.Coor. :x=0.3782 y=0.3777
CCT: 4070K

Rendering Index:Ra= 94.4

Dominant Wave. :578.2nm
Flux RGB Ratio:R=19.5%,G=77.8%,B=2.7%

u=0.2232 v=0.3344
Purity:26.9%
Peak Wave:453.7nm

duv=0.0011

Half Width:27.9nm

R1 =95 R2 =96 R3 =94 R4 =94 R5 =93 R6 =92 R7 =98 R8 =94
R9 =84 R10=87 R11=93 R12=69 R13=95 R14=96 R15=95

Photo Parameters
Flux:392.491m Effi.:80.11lm/W Radiant:1312.59mW Iv:0.0mcd

Ele. Parameters
Voltage:U=24.000V
Power:P=4.90W

Lamp Parameters
Voltage:U=0.000V
Power Factor:PF=1.000

Instrument state
Instrument:Hopoo HP8000S
VDark: 1321

Current:I=0.2042A
Power Factor:PF=1.000

Current:I=0.0000A
Efficacy:0.01lm/W

Power:P=0.00W

Integral Time: 249.970ms VPeak: 15096
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